
WINDOWS

	▪ Ideal for renovation projects 

in traditional construction

	▪ Better thermal parameters – Uf up to 

0.90 W/m²K

	▪ Possibility of producing large-sized 

windows with lower weight

	▪ Pronounced rebate

	▪ Fully recyclable

	▪ The strength of the mounting fittings 

in the Forthex reinforcement are 

comparable to the mounting fittings 

in the steel reinforcement

	▪ Available in wide range of natural wood 

foiling

	▪ Sash suitable for all Elegant frames: 

76mm , 84mm , 115mm 

TR ADITIONAL DESIGN IDE ALLY 
SUITED FOR RENOVATION PURPOSES

Elegant  
Grando 84 X

A traditional design showing the versatility of 
the Elegant range. With a pronounced rebate and 84mm 
frame, this model is perfect for renovations as well as 
new construction projects. Furthermore a rustic wood 
look is easily obtained through our wide range of natural 
wood imitations and large selection of coloured wood 
RAL wood structure foils.
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Vertical section Horizontal section

TECHNICAL CHARACTERISTICS Elegant Grando 84 X 

Frame installation depth 84mm 

Sash installation depth 84mm 

Sash type offset recessed

Frame rebate height 25mm 

Frame rebate thickness 17mm 

Sash rebate height 23mm 

Sash rebate thickness 17mm 

Possible glass thickness in the frame 10-55mm 

Possible glass thickness in the sashes 10-55mm 

Glass glueing optional

Sealing system double rebate sealing + central sealing

Uf frame/sash section (W/m²K) 0, 90*

* Hot box in accordance with ISO 12412-2 
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